Estd : 1966

A.P.L. Industries
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Mfg.:
We introduce APL Industries as a pioneers in engineering Cement Pipe Machinery
industries with strong foundation in the manufacturing & Concrete Block Making Machinery

Cement Pipe Machinery & Plant, Cement Block & Fly Ash
Brick Machinery, Split Pullies.

o Table Vibrater
From a Small Beginning in 1966 We have come a long way,

The Secret behind our growth is U-our valued customer. Our Fencing Pole

Concrete Block Making Machine Mixture Machine Valued customer are spread in the state of Gujarat,
(For Cement Block Brick) Rajasthan, Maharashtra, M.P., U.P., C.G., Kerala, Punjab,
Haryana, Karnataka, Nagaland, Mizoram & West Bangal. To
Fulfill our Customer’s requirement, we promise higher level

Service, Quality & Reliability.

Product Range :

Pan Mixture Machine Trolley for Shifting Bricks
(For Fly Ash Brick)
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Cube Mould
* Cement Pipe Machinery & Plants

* Cement Block Machinery
* Split Pulley

Die Wheel Barrows

_ * Cement Articles Equipments ” split Pulley
Concrete Block & Fly Ash Bricks E
Machinery & Plant & =
Vibrater Machine - Mixture Machine §°’ ﬁ a P- I- w I II d (.I St r l QS
- Pan Mixture Machine Brick Die - Solid Block Die H Opp. S.T. Workshop, Gondal Road, Rajkot-360 004. (Guj.) INDIA.
- Hollow Block Die - Trolley for Shifting Bricks ®@ Ph. / Fax : 0281-2375562  Cell: 094262 64086, 094272 82411 Muff Coupling
- Wooden Pallets. E-mail: inffo@apl-industries.com | aplind_rjt@bsnl.in
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Runner Machine Mould Pressure Testing

Model Size Diameter
RM 1 4 Feet 80 to 300mm
RM 2 2 Meter 80 to 300mm 2meter & 2.5 meter length are available.
Suitable for all type of cement pipe like RM 3 2.5 Meter 80 to 300mm R All Class of Moulds Are Available in Plane Ended, Flush Joint, Spigot & Socket Type,
Plane Ended,Flush Joint,Spigot & RM 4 2.5Meter 150 to 900mm Tilting Drum type,One bag capacity Cast Iron / Mild Steel Body with suitable Frame, Taper Roller Moulds are Complete with M.S. Sheet/Plate, Angle/Flat, Tie rods, Nutbolts, C.1. Endrings.
SOaKe Tipe. RM5  25Meter 600 to 1200mm Bearings and Metal bushing Pinion Shaft. Note : Rings can be made from Mild Steel also.
Size : 80 mm to 2600 mm ) ) .

RM 6 2.5 Meter 900mm and Above Without any change spigot socket mould can be run on same machine.

Plain Ended & Spigot & Socket Mould

Foundation type (Suitable for Cement pipe Unit).

Speed Veriater Machine Collepsible Rainforcing Machine Cube Testing Machine
E B Model Size Diameter
. Model Size Diameter PTM 1 2 Meter Up to 300mm
s CRM1 4 Feet 150 to 300mm PTM2  25Meter  Up to 1200mm

CRM2 2 Meter 100 to 150mm
CRM3 2 Meter 150 to 300mm
CRM4 2.5 Meter 150 to 450mm
CRM5 2.5 Meter 450 to 1200mm
CRM6  2.5Meter  1200mm and Above

Complete with M.S. Frame, Pressure Gauge, Screw Type/ Hydraulically Hand
Operated/Hydraulically Motor Operated.

Model Size Diameter
SVM 1 4 Feet 80 to 300mm
SVM 2 2 Meter 80 to 300mm
SVM3 2.5Meter 80 to 900mm
SVM 4 2.5Meter 80 to 1200mm
SVM 5 2.5Meter 80 to 2600mm

Suitable to test 150mm X 150mm Concrete cube
Complete with M.S. Frame, Spacers, Hydraulic Jack with Upto 2600mm Dia. also available.
Hand operated oil pumping unit & Gauge.

Cement Pipe Machinery & Complete Plant

Runner Machine - Gear Box - Speed Variator Machine
- Collepsible Rain forcing Machine - Guntry
- Cube Testing Machine - Load Testing Machine
- Pressure Testing Machine
- Plane end mould & Socket end mould
( MS Runner Wheel - Ms Endring available)

Suitable for all type of cement pipe like Plane Ended, Flush Joint, Spigot & Socket Type.

Suitable For Above Runner Machine.

Gear Box Trolley Load Testing Machine

Siz Load Testing Machine:- Three Edge Load Testing Machine
4 Feet Complete with Hand Operated Hydraulic Jack, Pressure
2 Meter Gauge. Suitable to test Pipe of all classes upto 1200mm
2.5 Meter diameter,2.5 meter length with suitable frame.

- It is also avalable in One Jack,Two Jack and Three Jack
2.5 Meter ( Bearing Type) Model.
2.5 Meter ( Bearing Type)
Upto 2600mm Dia. also available.
Itis used in option of speed Variator Machine. It is Suitable For 80 mm to 2600 mm Itis used for finished pipe put in to different Raw.lt is available in bearing type &

DiaPipeinall class. Ithas Fixed RPM at 5 different Speed. without bearing type.
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